
TENANT 

LOCATION

NOT TO SCALE - FOR REFERENCE ONLY

N
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H

BUILDING 

LOCATION

NORTH

MECHANICAL

ARCHITECTURAL

CITY OF

MIAMI

EXCEL ENGINEERING INC.

CONTACT: JAY JOHNSON

100 CAMELOT DRIVE

FOND DU LAC, WI 54935

P: (920) 322-1690

BUILDING DEPARTMENT

444 SW 2ND AVENUE

MIAMI, FL 33130

P: (305) 416-1100

F: (305) 416-2168

EXCEL ENGINEERING INC.

CONTACT: MICHAEL ZAGAR

100 CAMELOT DRIVE

FOND DU LAC, WI 54935

P: (920) 322-1727

OWNER / CONST.

MANAGER

ASPEN DENTAL MANAGEMENT

CONTACT: PATRICK ZIENO 

281 SANDERS CREEK PARKWAY 

EAST SYRACUSE, NEW YORK 13507

P: (315) 454-6000

F: (315) 454-6324

LANDLORD

K.J. CHEN AND CO.

CONTACT: LUCAS CHEN

800 SHERWOOD DRIVE

JEFFERSON CITY, MO 65109

E-MAIL: yc007@aol.com

ELECTRICAL

EXCEL ENGINEERING INC.

CONTACT: TIM STOPPLEWORTH

100 CAMELOT DRIVE

FOND DU LAC, WI 54935

P: (920) 322-1748

PLUMBING

EXCEL ENGINEERING INC.

CONTACT: JAY OESTREICH

100 CAMELOT DRIVE

FOND DU LAC, WI 54935

P: (920) 322-1691

TYPE OF CONSTRUCTION

OCCUPANCY CLASSIFICATION

EXIT DISTANCE

BUILDING SIZE

SANITARY FIXTURES 

OCCUPANT LOADS

APPLICABLE CODES

TYPE I(A)

BUSINESS GROUP B

300' EXIT DISTANCE

2

40 PERSONS .80.801/25
B - GROUP
(BUSINESS)

1 .401/40 1/100

OCCUPANCY WATER CLOSETS LAVATORIES DRINK FOUNTAINS

TYPE CAPACITY FACTORS # M. FIX. # F. FIX. FACTORS # FIX. FACTORS # FIX.

SPACE
ROOM OR

DESIGNATION

OCCUPANCY 

FOR USE

CLASSIFICATION FLOOR

(S.F.)
AREA SF/PERSON

DENSITY OCCUPANT
LOAD BY

CALCULATION ACTUAL NO.
LOAD BY

OCCUPANT

COMBINATION

OCCUPANT
LOAD BY

TOTAL

ROOM OR
SPACE ACCOUNTED FOR

OCCUPANTS

IN OTHER SPACES

PROVIDED
FIXTURES

11

SERVICE SINK

FACTORS # FIX.

1 11 WC1 WC

-40 - -4,000 401ST  FLOOR 100 GROSSBUSINESS

MULTI-TENANT BUILDING

FIRE BARRIER FIRE RESISTANCE RATING - 1 & 2 HR(S) 

INTERIOR WALL & CEILING FINISH CLASS -  "B"

PROPOSED TENANT IMPROVEMENT 4,000 S.F.

EXIT WIDTH
REQUIRED: 8.0"

PROVIDED: 108"

ASPEN DENTAL 

PROJECT NAME

1500 NW NORTH RIVER DRIVE

MIAMI, FL 33125

PROJECT ADDRESS

DENTAL OFFICE  BUSINESS (B)

PROJECT USE

USE & OCCUPANCY CLASSIFICATION

OCCUPANCY SEPARATION

TYPE OF CONSTRUCTION

INTERIOR FINISHES

WALLS & CEILINGS

FIRE PROTECTION SYSTEMS

AUTOMATIC SPRINKLER SYSTEM FIRE ALARM & DETECTION SYSTEM

MEANS OF EGRESS

COMMON PATH OF TRAVEL
100' TRAVEL DISTANCE

NO. OF EXITS
3 EXITS

ACCESSIBILITY

ACCESSIBLE ENTRANCES
1

ACCESSIBLE EXITS
2

PLUMBING FIXTURE COUNT 

YES - SUBMITTED IN THESE DOCUMENTS

          AND WILL BE MODIFIED BY TENANT'S

         CONTRACTOR IF REQUIRED BY CODE

2017 FLORIDA EXISTING BUILDING CODE

2017 FLORIDA MECHANICAL CODE

2017 FLORIDA FUEL GAS CODE

2017 FLORIDA PLUMBING CODE

2017 FLORIDA ENERGY CONSERVATION CODE

2017 FLORIDA FIRE PREVENTION CODE

2014 NATIONAL ELECTRICAL CODE

BUILDING CONDITION
EXISTING BUILDING BEING RENOVATED

YES - SUBMITTED IN THESE DOCUMENTS

           AND WILL BE MODIFIED BY TENANT'S

           CONTRACTOR IF REQUIRED BY CODE

SEISMIC CATEGORY

CATEGORY A

ALTERATION LEVEL

LEVEL - 2

DETAIL CALLOUT

REFERENCE

SECTION CUT REFERENCE KEYED NOTEDETAIL IDENTIFICATION

AREA INCLUDED IN 

DETAIL

DETAIL NUMBER

SHEET NUMBER ON 

WHICH DETAIL IS 

LOCATED

DETAIL NUMBER

SHEET NUMBER ON 

WHICH DETAIL IS 

LOCATED

DIRECTION OF CUT
NOTE NUMBER

(SEE KEYNOTE LEGEND -

SAME SHEET)

POINTS TO LOCATION 

AFFECTED BY NOTE

DETAIL NUMBER

DETAIL SCALE

SHEET NUMBER ON WHICH 

DETAIL IS LOCATED

A101

1

3

4

2

SHEET NUMBER OF 

ELEVATIONS

ELEVATION NUMBER

DIRECTION OF VIEW

INTERIOR ELEVATION

REFERENCE

FLOOR LINE

100'-0"

ITEM OR OBJECT BEING 

DEFINED

ELEVATION 

ELEVATION MARKER

AD 1

CB 1

REVISIONS
GRAPHICALLY 

OUTLINES CHANGES 

CLASSIFIES WHICH SEQUENCE THE 

CHANGES BELONG TO

(ISSUE DATES ARE LISTED ON SHEET 

BORDERS & SHEET INDEX)

REVISION

ADDENDUM

CONSTRUCTION 

BULLETIN

A101

1

A101

1

VIEW NAME
SCALE: 1/8" = 1'-0"A101

1

1

©2020

SHEET ISSUE

REVISIONS

SHEET NUMBER

PROJECT INFORMATION

COLLABORATION

PROFESSIONAL SEAL

SHEET DATES

JOB NUMBER

EXCEL ENGINEERING, INC.

ARCHITECTS ● ENGINEERS ● SURVEYORS

Always a Better Plan
100 Camelot Drive
Fond Du Lac, WI 54935
Phone: (920) 926-9800
www.EXCELENGINEER.com
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T1.0

2043120

TITLE SHEET

PROPOSED BUILDING FOR:

MIAMI, FL (RIVER LANDING)
SHEET INDEX

SITE PLAN LOCATION MAP

PROJECT CONTACTS

PROJECT INFORMATIONSYMBOLS LEGEND
NUMBER SHEET NAME / DESCRIPTION REVIEW DATE SHEET ISSUE DATE

LATEST SHEET REVISION

NUMBER DATE

GENERAL

T1.0 TITLE SHEET SEPT. 15, 2020 SEPT. 23, 2020 AD1 SEPT. 24, 2020

T1.1 PROJECT INFORMATION & RESPONSIBILITY MATRIX SEPT. 15, 2020 SEPT. 23, 2020

T2.0 LANDLORD WORK LETTER SEPT. 15, 2020 SEPT. 23, 2020

T3.0 EGRESS AND ACCESSIBILITY PLAN SEPT. 15, 2020 SEPT. 23, 2020 AD1 SEPT. 24, 2020

T4.0 FIRE RESISTANCE RATED JOINTS & PENETRATIONS SEPT. 15, 2020 SEPT. 23, 2020

ARCHITECTURAL

AD0.1 SAW CUT PLAN SEPT. 15, 2020 SEPT. 23, 2020 AD1 SEPT. 24, 2020

A0.1 SPECIFICATIONS SEPT. 15, 2020 SEPT. 23, 2020

A0.2 SPECIFICATIONS SEPT. 15, 2020 SEPT. 23, 2020

A0.3 SPECIFICATIONS SEPT. 15, 2020 SEPT. 23, 2020

A1.1 FLOOR PLAN SEPT. 15, 2020 SEPT. 23, 2020 AD1 SEPT. 24, 2020

A5.0 ENLARGED PLANS, INTERIOR ELEVATIONS & DETAILS SEPT. 15, 2020 SEPT. 23, 2020

A5.1 INTERIOR DETAILS - CASEWORK SEPT. 15, 2020 SEPT. 23, 2020

A5.2 INTERIOR DETAILS - FRAMING & SLAB SEPT. 15, 2020 SEPT. 23, 2020

A5.3 INTERIOR DETAILS - X-RAY SEPT. 15, 2020 SEPT. 23, 2020

A5.4 INTERIOR DETAILS - EQUIPMENT SEPT. 15, 2020 SEPT. 23, 2020

A6.1 DOOR SCHEDULE & ELEVATIONS SEPT. 15, 2020 SEPT. 23, 2020 AD1 SEPT. 24, 2020

A6.2 ROOM FINISH SCHEDULE & PLAN SEPT. 15, 2020 SEPT. 23, 2020 AD1 SEPT. 24, 2020

A7.1 REFLECTED CEILING PLAN & DETAILS SEPT. 15, 2020 SEPT. 23, 2020 AD1 SEPT. 24, 2020

A7.2 SOFFIT FRAMING DETAILS SEPT. 15, 2020 SEPT. 23, 2020

PLUMBING

P0.1 LEGEND & SPECIFICATIONS SEPT. 15, 2020 SEPT. 23, 2020

P0.2 SPECIFICATIONS & GENERAL SCHEDULES SEPT. 15, 2020 SEPT. 23, 2020

P1.U UNDERGROUND PLAN SEPT. 15, 2020 SEPT. 23, 2020 AD1 SEPT. 24, 2020

P1.1 FLOOR PLAN SEPT. 15, 2020 SEPT. 23, 2020 AD1 SEPT. 24, 2020

P1.2 FLOOR PLAN - AIR & VACUUM PIPING SEPT. 15, 2020 SEPT. 23, 2020 AD1 SEPT. 24, 2020

P2.0 ISOMETRICS & SCHEDULES SEPT. 15, 2020 SEPT. 23, 2020

P3.0 DETAILS SEPT. 15, 2020 SEPT. 23, 2020

P3.1 DETAILS SEPT. 15, 2020 SEPT. 23, 2020

P4.0 SCHEDULES SEPT. 15, 2020 SEPT. 23, 2020

U1.1 UNDERGROUND UTILITY RISER PLAN SEPT. 15, 2020 SEPT. 23, 2020 AD1 SEPT. 24, 2020

FIRE PROTECTION

FP0.1 SPECIFICATIONS & SCHEDULES SEPT. 15, 2020 SEPT. 23, 2020

FP1.1 FIRE PROTECTION SPRINKLER PLAN SEPT. 15, 2020 SEPT. 23, 2020 AD1 SEPT. 24, 2020

HVAC

HD1.1 HVAC DEMOLITION PLAN SEPT. 15, 2020 SEPT. 23, 2020

H0.1 LEGEND & SPECIFICATIONS SEPT. 15, 2020 SEPT. 23, 2020

H0.2 SPECIFICATIONS SEPT. 15, 2020 SEPT. 23, 2020

H1.1 FLOOR PLAN SEPT. 15, 2020 SEPT. 23, 2020 AD1 SEPT. 24, 2020

H3.0 DETAILS SEPT. 15, 2020 SEPT. 23, 2020

H4.0 SCHEDULES SEPT. 15, 2020 SEPT. 23, 2020

ELECTRICAL

E0.1 LEGEND, ONE LINE DIAGRAM, & SCHEDULES SEPT. 15, 2020 SEPT. 23, 2020

E0.2 SPECIFICATIONS & DETAILS SEPT. 15, 2020 SEPT. 23, 2020

E0.3 SPECIFICATIONS SEPT. 15, 2020 SEPT. 23, 2020

E1.1L FLOOR PLAN - LIGHTING SEPT. 15, 2020 SEPT. 23, 2020 AD1 SEPT. 24, 2020

E1.1LV FLOOR PLAN - LOW VOLTAGE SEPT. 15, 2020 SEPT. 23, 2020 AD1 SEPT. 24, 2020

E1.1P FLOOR PLAN - POWER SEPT. 15, 2020 SEPT. 23, 2020 AD1 SEPT. 24, 2020

E2.0 ELEVATIONS & DETAILS SEPT. 15, 2020 SEPT. 23, 2020

E3.0 DETAILS SEPT. 15, 2020 SEPT. 23, 2020 AD1 SEPT. 24, 2020

SEPT. 24, 2020AD1



RESPOSIBILITY MATRIX
ITEM LANDLORD ASPEN COMMENTS

SITE ACCESSABILITY TO ENTRANCE X MUST COMPLY WITH ADA

PARKING LOT X

SITE LIGHTING X

FLOOR SLAB X EXISTING

FLOOR SLAB CUTS X

PERIMETER WALLS X X SEE WORK LETTER

DEMISING WALLS X X SEE WORK LETTER

TOILET ROOMS X

INTERIOR ROOM WALLS X

PERIMETER WALL PATCHING X

REAR DOOR X

TOILET ROOM

DOORS/FRAMES/HARDWARE
X

INTERIOR DOORS/FRAMES/HARDWARE X

STOREFRONT X

CASEWORK X NOTE (2) - SEE BELOW

INTERIOR FURNISHINGS AND

EQUIPMENTS
X NOTE (1) - SEE BELOW

DENTAL EQUIPMENT X NOTE (2) - SEE BELOW

PAINTING X

FLOORING X NOTE (1) - SEE BELOW

SUSPENDED CEILING X

ROLLER SHADES X

WALL HUNG MIRROR X

TOILET PAPER DISPENSER X

GRAB BARS X

TOILET ROOM SIGNAGE X NOTE (1) - SEE BELOW

SOAP DISPENSER X NOTE (1) - SEE BELOW

ELECTRIC HAND DRYER X

WALL HUNG LAVATORY X

WATER CLOSET X

BOTTLE FILLING STATION X

TOILET ROOM FLOOR DRAINS TRAP

PRIMERS
X

30 GALLON WATER HEATER X

MECHANICAL ROOM SLOP SINK X

VACUUM/AIR SYSTEM X BY PC

WATER SERVICE X

WATER METER X

BACKFLOW PREVENTER X

ELECTRIC METER X

400 AMP ELECTRICAL SERVICE X X SEE WORK LETTER

EXIT SIGNS X NOTE (1) - SEE BELOW

EMERGENCY LIGHTS X NOTE (1) - SEE BELOW

TOILET ROOM GFI X

DUPLEX OUTLETS AT PERIMETER WALLS X SPACED PER CODE, PER DWG'S

PANEL TO EXTERIOR SIGNAGE X WITH TIME CLOCK & PHOTO CELL

INTERIOR ELECTRICAL X

CAN LIGHTING X NOTE 1

INTERIOR 2x2 LIGHTING X NOTE 1

CONDUIT FOR CABLE TV X MAIN DMARK TO TENANT SPACE

CONDUIT FOR TELEPHONE X MAIN DMARK TO TENANT SPACE

TELEPHONE/EQUIPMENT X

GAS PIPING TO LAB X

GAS PIPING RTU'S X

HVAC UNITS X SEE WORK LETTER

HVAC DUCTWORK X

TOILET EXHAUST X

LAB/MECHANICAL EXHAUST X

FIRE SPRINKLER X X

WILL BE SUBMITTED IN THESE

DOCUMENTS AND MODIFIED BY

TENANT'S CONTRACTOR IF REQUIRED

BY CODE

FIRE ALARM X X

WILL BE SUBMITTED IN THESE

DOCUMENTS AND MODIFIED BY

TENANT'S CONTRACTOR IF REQUIRED

BY CODE

MFR: SHEERWEAVE BY PHIFER

STYLE: 4400 3%

COLOR: ECO / ALABASTER

OR

MFR: SHADES BY MATISS

STYLE: 3000 NET SUNSHADOW SOLAR SCREEN 3%

COLOR: WHITE / BEIGE

STANDARD

MFR: VEROSOL

STYLE: SILVERSCREEN 4% SEMI TRANSPARENT METALLISED SCREENS

COLOR: BEIGE

OR

CHROMA BEIGE 2.20

SOUTHERN STATES

CONTRACTOR TO PROVIDE MANUAL ROLLER SHADE FOR ALL EXTERIOR WINDOW OPENINGS AND IS 

RESPONSIBLE TO COORDINATE ALL ITEMS TO ENSURE DELIVERY AND INSTALL PRIOR TO OPENING

CONTRACTOR TO VERIFY INSTALLATION REQUIREMENTS WITH SUPPLER / INSTALLER TO ENSURE PROPER 

BLOCKING IS PROVIDED

CONTRACTOR TO VERIFY THE FOLLOWING PRIOR TO ORDER

-QUANTITY OF WINDOWS

- FINAL WINDOW OPENING (WIDTH AND HEIGHT)

NO NATIONAL VENDERS FOR ROLLER SHADE. GC RESPONSIBLE TO COORDINATE WITH LOCAL VENDOR

NO HEAD COVER REQUIRED AT TOP OF ROLLER SHADE

APPROXIMATE WINDOW HEIGHTS ARE LISTED ON THE FLOOR PLAN ON    .  GC TO FIELD VERIFY ALL 

HEIGHTS BEFORE PLACING ORDER.  

ROLLER SHADE INFORMATION

SOUTHERN STATES

STANDARD

ROLLER SHADE MAP

GENERAL NOTES

SHEET A1.1

1. SUPPLIED BY 

AND INSTALLED BY     

GENERAL CONTRACTOR

2. SUPPLIED AND INSTALLED BY OTHERS

ASPEN DENTAL

ASPEN DENTAL

GENERAL CONTRACTOR TO COORDINATE WITH ALL NATIONAL 

ACCOUNT CONTACTS FOR ALL MATERIALS AND LEAD TIMES

-SEE CONTRACT EXHIBITS FOR RELEASE FORMS

-SEE CONTRACT SCHEDULE FOR REQUIRED MATERIAL ORDER DATES

FLOORING
ADMI WILL DIRECT PURCHASE ALL FLOORING THROUGH A 

NATIONAL ACCOUNT. (CARPET, WALK-OFF, LVT, VCT, COVE BASE, 

TRANSITIONS, GLUES) FOR THE JOB.  TO RELEASE FLOORING 

PRODUCT, PLEASE CONTACT CARPET WHOLESALE INC. MR. PAUL 

KRAWCZYK AT  (315) 422-1489 OR E-MAIL 

aspendental@sposatoflooring.com

LIGHT FIXTURES

ADMI WILL PURCHASE ALL LIGHT FIXTURES THROUGH A NATIONAL 

ACCOUNT. (ALL FIXTURES AS NOTED ON THE LIGHTING FIXTURE 

SCHEDULE SHOWN ON SHEET E1.1L) TO RELEASE THE LIGHT 

FIXTURES FROM THE DISTRIBUTOR, PLEASE CONTACT SHAWN 

NOLAN AT (315) 474-7841 X1112 OR NICOLE TICKNER AT (315) 

474-7841 X1118 OR YOU CAN E-MAIL THEM AT 

aspendental@cityelectricweb.com

RTAC UNITS
GC WILL PURCHASE ALL RTAC'S THROUGH A NATIONAL ACCOUNT.

CARRIER NORTHEAST

1401 ERIE BLVD. E.

SYRACUSE, NY 13210

CONTACT: PAUL WITZ

P: (315) 317-2481

EMAIL: Paul.Witz@carrier.utc.com

**PLEASE CONTACT CARRIER TECH SUPPORT WITH ALL QUESTIONS 

@ 1-800-973-3345 x5.**

NATIONAL ACCOUNT INFORMATION CONCRETE SLAB NOTES:GENERAL NOTES, NEW WORK:

GENERAL HVAC NOTES:

PLUMBING NOTES:

ELECTRICAL NOTES:

GENERAL RESPONSIBILITY NOTES:

1. ALL CONTRACTORS HIRED BY LANDLORD AND TENANT OR TENANTS CONTRACTORS TO BE 

LICENSED CONTRACTORS AND PROVIDE  W/ PROOF OF INSURANCE (CERTIFICATES)

2. GEN. CONTR. VERIFY W/ LANDLORD & TENANT THAT ALL ELEC. STUBS/ CONDUIT AND ALL 

PLUMBING BELOW GRADE IS INSTALLED PRIOR TO CONCRETE SLAB BEING POURED.

3. GEN. CONTR. TO VERIFY ALL REQUIRED BLOCKING W/ OWNER FOR OWNERS EQUIP. (IE: 

EQUIP. TOILET ACCESSORIES, ETC).

4. ALL CONST. TO CONFORM W/ LOCAL STATE BUILDING CODES AND ORDINANCES.

5. ALL CONST. TO CONFORM W/ ADA STANDARD FOR ACCESSIBILITY.

6. ALL DOOR OFFSETS (HINGE SIDE) TO BE A MIN. OF 4" TYP.

7. ANY ROOM WITH SERVICE SINKS TO BE PROVIDED WITH EXHAUST VENTILATION PER STATE 

CODE.  VERIFY WITH HVAC DESIGN DRAWINGS.

8. ALL MECH. EQUIP. TO BE DIRECT VENT SEALED COMBUSTION OR  ELECTRIC.  WATER HEATER 

EXACT LOCATION TO BE DETERMINED BY PLUMBING DESIGNER. SEE DRAWINGS FOR INFO.

9. F.E. = WALL MOUNTED FIRE EXTINGUISHER, MOUNT AT 4'-0" A.F.F. MAX. TO TOP OF 

EXTINGUISHER. FIRE EXTINGUISHER TO BE 10# ABC EXTINGUISHER TYPICAL FOR WALL 

MOUNTED.

10. F.E.C. = RECESSED OR SIM. RECESSED FIRE EXTINGUISHER CABINET, SEE LIFE SAFETY/ PLAN 

SHEETS FOR ADD. NOTES.

11. ALL SUB CONTRACTORS TO MARK ALL PRIVATE UTILITIES (IE: DATA, SITE LIGHTING, 

IRRIGATION, ETC) EACH TIME DIGGERS HOTLINE IS  CALLED.

12. GENERAL CONTRACTOR TO NOTIFY ARCHITECT, ENGINEER, TENANT AND LANDLORD OF 

ANY CHANGE OR DEVIATION FROM PLAN WITH IN 24 HOURS OF VERIFICATION TO ALLOW 

AMPLE RESPONSE TIME IF REVISIONS ARE REQUIRED.

13. ALL CONTRACTORS TO REVIEW PROPER PROJECT CLOSE-OUT NOTES ON THE COVER SHEET 

(CS).  GENERAL CONTRACTOR RESPONSIBLE TO COORDINATE W/ ALL SUB CONTRACTORS.  

ALL INFORMATION SHALL BE PROVIDED AND REVIEWED BY ARCHITECT AND LANDLORD 

PRIOR TO FINAL DRAW/ PAY REQUEST APPROVAL.

14. GENERAL CONTRACTOR RESPONSIBLE TO CONDUCT WEEKLY TO BI-WEEKLY JOB SITE 

MEETINGS WITH ALL SUB CONTRACTORS ON SITE INCLUDING BOTH LANDLORDS AND 

TENANTS CONTRACTORS IF DIFFERENT.  GENERAL CONTRACTOR TO ALSO TAKE WEEKLY 

JOBSITE MEETING MINUTES AND PROGRESS PHOTOS TO BE DISPERSED TO TENANT.

15. GENERAL CONTRACTOR TO DISPERSE ALL PLANS, ADDENDUMS AND CONSTRUCTION 

BULLETINS TO ALL BIDDERS AND SUB CONTRACTORS. GENERAL CONTRACTOR 

RESPONSIBLE TO MAINTAIN A PLAN HOLDERS LIST/ LOG.  GENERAL CONTRACTOR TO 

HAND OUT FULL SETS OF PLANS TO EACH CONTRACTOR NO PARTIAL PRINTING WILL BE 

ACCEPTED.

1. ALL CONTRACTOR RESPONSIBLE TO REVIEW ALL NOTES THIS SHEET.  THESE ARE STANDARD 

MATERIALS AND METHODS FOR CONSTRUCTION.  THERE WILL BE NO EXTRAS EXCEPTED BY 

ANY CONTRACTOR FOR ANY INFO NOT REVIEWED OR MISSED FROM THIS SHEET OF 

GENERAL NOTES.

2. NO SUBSTITUTIONS OF MATERIALS OR GENERAL PRACTICES AS CALLED OUT WITHIN THIS 

DRAWING SET WITHOUT THE WRITTEN APPROVAL FROM THE OWNER-LANDLORD, TENANT, 

ARCHITECT, OR STRUCTURAL ENGINEER.

3. IMPORTANT CONTRACTOR NOTES: ALL CONTRACTORS TO SUBMIT DESIGN BUILD (FIRE 

PROTECTION) FOR  OWNER/ARCHITECT REVIEW PRIOR TO  STARTING OF WORK.   (FIRE 

PROTECTION DRAWINGS SUBMITTED ONLY WHERE APPLICABLE)

4. ALL CONTRACTORS INCLUDING ELECTRICAL,  DATA, TELEPHONE, SOUND AND OR SECURITY 

TO COORDINATE W/ HVAC CONTRACTOR  AND DESIGNER TO VERIFY IF PLENUM AIR 

RETURNS  ARE USED  IN THE BUILDING.  IF PLENUMS ARE USED ALL CONTRACTORS MUST 

USE PLENUM RATED WIRE NO ADDITIONAL COSTS WILL BE PASSED ONTO THE BUILDING 

OWNER FOR LACK OF  CONTRACTOR COORDINATION. HVAC DESIGNER AND CONTRACTOR 

ARE RESPONSIBLE TO COORDINATE W/ GENERAL  CONTR./ DRYWALL CONTRACTOR IF  

PLENUM AIR RETURNS ARE USED IN THE BUILDING. DRYWALL  CONTRACTOR MUST RETURN 

ALL GYP. IN THE AREA OF THE  PLENUM TO THE BOTTOM SIDE OF THE STRUCTURE.  NO 

COMBUSTIBLE MATERIAL ALLOWED IN THE PLENUM AREA PER CODE.

5. WHERE APPLICABLE BUILDINGS WITH FIRE SUPPRESSION SYSTEMS  FIRE PROTECTION 

CONTRACTOR WHEN BLEEDING SYSTEM MUST USE A HOSE TO CATCH BASIN OR LAWN 

AREA. ABSOLUTELY NO DISCHARGE TO GRADE PAVING.   IF DONE TO GRADE PAVING FIRE 

PROTECTION  CONTR. RESPONSIBLE FOR CLEANING OF ALL RUST AND OR STAINS TO 

RETURN THE PAVING TO ORIGINAL CONDITION.

6. GENERAL CONTRACTOR RESPONSIBLE FOR FINAL GENERAL CLEANING PRIOR TO TURN OVER 

TO LANDLORD AND OR TENANT.   GENERAL CONTRACTOR TO CONTACT LANDLORD AND 

OR TENANT  FOR FINAL INSPECTION.

7. GENERAL CONTRACTOR IS TO HAVE WINDOWS  AND WILSON PARTITIONS CLEANED INSIDE 

AND OUT BY PROFESSIONAL WINDOW CLEANER.  PROPER CLEANING  TO BE USED W/ NO 

RAZOR BLADES USE TO  PREVENT GLASS  SCRATCHING OR ETCHING.

8. ALL CONTRACTOR TO PROTECT ALL FINISH MATERIALS (IE: ROOFING, PAVING, CARPET, 

MASONRY, ETC.) WHEN APPLYING PAINT  EIFS OR ANY MATERIAL.  GENERAL CONTRACTOR 

RESPONSIBLE  FOR ALL SUBS AND SUB CONTRACTORS ARE RESPONSIBLE FOR ALL CLEANUP 

COSTS TO REPAIR MATERIAL TO ORIGINAL  CONDITION.

9. GENERAL CONTRACTOR RESPONSIBLE FOR CONTACTING LANDLORD, TENANT AND 

ARCHITECT FOR FINAL WALK THRU, PUNCH LIST AND COMPLIANCE STATEMENT PRIOR TO 

TENANT OCCUPANCY AND FINAL TURN OVER.

1. SAWCUT & REMOVE EXISTING CONC. SLAB AS REQUIRED FOR NEW WORK. CONTRACTOR 

TO REINF. AND PATCH TO MATCH EXISTING, TYPICAL. SEE DETAIL              .

2. SLAB TO BE PLACED IN A TEMPERED SPACE AND SHALL NOT  HAVE ADDITIONAL ADDITIVES 

IN THE MIXTURE TO AID CURING  IN COLD TEMPERATURES OR TO INCREASE CURING TIME  

BEYOND ACCEPTABLE TIME FRAMES.

3. COORDINATE SLAB CURE TIMES WITH MOISTURE CONTENT  REQUIREMENTS OF FLOOR 

FINISH, FLOOR MATERIALS AND  ASSOCIATED ADHESIVES.

4. CONCRETE FLOOR TO BE PREPPED TO ACCEPT DIRECT APPLIED  FLOOR FINISH AND 

FLOORING MATERIAL.  COORDINATE W/  LANDLORD AND TENANT.  FLOOR TO BE FREE OF 

DEFECTS AND  HAVE A SMOOTH LEVEL FINISH.  TO  SUPPLY ALL 

FLOOR MATERIALS, CONTRACTOR TO INSTALL ALL FLOOR FINISH AND FLOORING 

MATERIALS.

5. ALL CONCRETE (SITE, FLOOR, ETC.) TO HAVE CYLINDER SLUMP  TEST AS INDICATED ON T2.1 

FOR OWNER, ARCHITECT AND ENGINEER  REVIEW.

6. GENERAL CONTRACTOR/ CONCRETE CONTRACTOR TO CONTACT  OWNER-LANDLORD, 

ARCHITECT OR ENGINEER ONE DAY PRIOR TO  CONCRETE POUR TO REVIEW AGGREGATE 

BASE.  BASED ON SITE LOCATION THIS MAY BE REVIEWED VIA SITE PHOTOS.

7. AT NEW SLAB POURS THAT CONNECT TO EXISTING SLABS. CONTRACTOR SHALL DRILL AND 

DRIVE #5ø SMOOTH ROD @ 24" OC MIN.  RODS SHALL BE 12" LONG W/ 8" EMBED.  TIE TO 

WIRE MESH REINFORCEMENT (TYP.).  COAT ONE END OF ROD TO PREVENT BONDING W/ 

SLAB.

8. GENERAL CONTRACTOR TO PROTECT ALL CONCRETE SURFACES  FROM OILS AND STAINS.  

THERE WILL BE NO WRITING ALLOWED  ON EXPOSED SLABS.

9. COVER NEWLY PLACED SLAB W/ POLY TO CONTROL MOISTURE  CONTENT AND FACILITATE 

EVEN CURING THROUGHOUT.

10. COORDINATE SLAB SAWCUT JOINTS W/ ORIGINAL BUILDING PLANS.  IF PLANS DO NOT 

NOTE SAWCUT JOINTS, MATCH EXISTING CONCRETE SAWCUT JOINTS.  IF NO EXISTING 

SAWCUT JOINTS, MAINTAIN 15' x 15' SAWCUT JOINT GRID (TYP.)

1. ONE DIGITAL THERMOSTAT WITH RELATED LOW VOLTAGE WIRING PER HVAC 

UNIT/ZONE.  SEE HVAC DRAWINGS.

2. AT NEW BUILDINGS, ALL GAS PIPING TO BE RAN UP EXTERIOR WALL FROM METER TO 

ROOF.  PAINT TO MATCH WALL.

3. INSULATE ALL NECESSARY DUCTWORK AND PIPING PER CODE.

4. SUPPLY AND INSTALL ALL NECESSARY EXHAUST FANS, DUCTWORK, VOLUME 

DAMPERS, GRILLES, REGISTERS AND LINEAR DIFFUSERS PER CODE.

5. PROVIDE AIR BALANCING OF THE ENTIRE SPACE BY PROVIDING FULL TESTING AND 

BALANCING REPORT, FOR LANDLORD & TENANT REVIEW.

6. PROVIDE ALL STATE & LOCAL PERMITS AND ANY OTHER TRADE RELATED FEES.

7. AT RATED ROOMS CONTRACTOR TO PROVIDE DUCT FIRE DAMPERS AS REQUIRED BY 

CODE TYPICAL. THIS WOULD ALSO APPLY TO ANY PIPE PENETRATIONS THAT WILL BE 

REQUIRED TO BE FIRE CAULKED OR SLEEVED TYPICAL.

8. SEE LANDLORD NOTES ON SHEET T2.0 FOR ADDITIONAL INFORMATION

1. ALL PLUMBING FIXTURES TO MEET ADA GUIDELINES AND STATE/LOCAL CODES AND 

ORDINANCES.

2. ALL ROOF DRAIN LEADERS AND OVERFLOW PIPING TO BE  WRAPPED IN PIPE INSULATION 

ALL AREAS NO EXCEPTIONS.

3. PROVIDE ALL STATE & LOCAL PERMITS AND ANY OTHER TRADE RELATED FEES.

4. ALL WATER PIPING WILL BE TYPE L COPPER AND WILL CONNECT TO EXISTING, SEE 

PLUMBING DRAWINGS FOR ADDITIONAL INFO.

5. ALL DRAIN PIPING WILL BE PVC PLASTIC AND WILL CONNECT TO EXISTING, SEE PLUMBING 

DRAWINGS FOR ADDITIONAL INFO.

6. AT RATED ROOMS CONTRACTOR TO PROVIDE FIRE CAULKING OR SLEEVE PIPING AS 

REQUIRED BY CODE TYPICAL.

7. SEE LANDLORD NOTES ON SHEET T2.0 FOR ADDITIONAL INFORMATION

8. SINK FAUCET CONTROLS TO BE LOCATED ON THE LEFT, FAUCET TO BE LOCATED IN CENTER, 

AND SPRAYER TO BE LOCATED ON RIGHT. REFER TO PLUMBING DRAWINGS FOR 

ADDITIONAL INFORMATION.

1. COORDINATE PANEL/SUB PANEL LOCATION W/ LANDLORD/TENANT IF LOCATED WITHIN 

TENANT SPACE.

2. COORDINATE ALL POWER, PHONE AND DATA REQUIREMENTS W/ TENANT.

3. COORDINATE PHONE SERVICE INSTALL REQUIREMENTS W/ TENANT. VERIFY PANEL 

LOCATION W/ TENANT AND TENANT DRAWINGS TYP.

4. ALL WIRING TO BE INSTALLED IN CONDUIT, TYPICAL.

5. IN PATIENT ROOMS/AREAS ALL ELECTRICAL REQUIRES REDUNDANT GROUNDING.

6. AT RATED ROOMS CONTRACTOR TO PROVIDE FIRE CAULKING OR SLEEVE PIPING AS 

REQUIRED BY CODE TYPICAL.

7. PROVIDE ALL STATE & LOCAL PERMITS AND ANY OTHER TRADE RELATED FEES.

8. ELEC. CONTRACTOR TO PULL CONDUIT BELOW CONC. SLAB W/ PULL WIRE FOR TELEPHONE 

CO. USE. -COORDINATE SIZE OF CONDUIT W/ TELEPHONE PROVIDER.

9. GC TO PROVIDE MIN. 1/2" PLYWOOD PANEL. COORDINATE REQUIRED LOCATIONS W/ 

TENANT.

10. ELEC. CONTRACTOR RESPONSIBLE FOR COORDINATING TELEPHONE PANEL/EQUIPMENT 

LOCATIONS W/ TELEPHONE CO.  SEE RESPONSIBILITY MATRIX FOR MORE INFORMATION.

11. SEE LANDLORD NOTES ON SHEET T2.0 FOR ADDITIONAL INFORMATION

7/A5.2

ASPEN DENTAL

8. ALL FINISH PAINT SHALL BE APPLIED OVER A COMPATIBLE FACTORY OR FIELD APPLIED PRIMER.

9. THE CONTRACTOR SHALL PROTECT ALL EXISTING AND ADJACENT AREAS AT ALL TIMES DURING 

CONSTRUCTION.  ANY AREA DAMAGES OR AFFECTED BY CONSTRUCTION SHALL BE PATCHED, 

REPAIRED, OR REPLACED AS REQUIRED TO MATCH EXISTING OR ADJACENT AREAS AT THE 

CONTRACTORS EXPENSE.

10. THE CONTRACTOR SHALL YIELD TO THE OWNER AND THEIR VISITORS AT ALL TIMES.

11. THE CONTRACTOR SHALL NOT DISRUPT THE BUILDING OR OPERATIONS WITHOUT PRIOR 

SCHEDULING AND APPROVAL FROM THE OWNER/LANDLORD.

12. THE ARCHITECT ASSUMES NO RESPONSIBILITY FOR ANY DEVIATION FROM THE FINAL 

CONSTRUCTION DOCUMENTS, NO MATTER WHAT THE CAUSE, UNLESS A WRITTEN DIRECTIVE IS 

GIVEN BY THE ARCHITECT.

13. IF CONFLICT OCCURS ON THESE CONSTRUCTION DOCUMENTS AND/OR THE SPECIFICATIONS, 

THE CONTRACTOR SHALL BID THE HIGHER QUALITY AND/OR QUANTITY.  THE CONTRACTOR 

SHALL ALSO CONTACT ADMI FOR CLARIFICATION BEFORE SUBMITTING HIS BID.

14. ALL WORK THAT IS EITHER IMPLIED OR REASONABLY INFERRED BY THE CONTRACT DOCUMENTS, 

DRAWINGS AND SPECIFICATIONS SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR.

15. ALL WORK PERFORMED SHALL INCLUDE ALL APPURTENANCES AND APPARATUS NORMALLY 

DEEMED TO BE PART OF A COMPLETE PACKAGE WITHIN THE DEFINITIONS OF NORMAL INDUSTRY 

STANDARDS.

16. ALL DIMENSIONS ARE CLEAR (FINISH TO FINISH).  ALL FINAL DIMENSIONS AND LAYOUT SHALL BE 

VERIFIED WITH AND APPROVED BY THE OWNER AS REQUIRED BEFORE PROCEEDING WITH THE 

WORK.

17. ALL PERMITS, INSPECTIONS AND APPROVALS SHALL BE SECURED BY THE CONTRACTOR.

18. ALL PROJECTIONS THROUGH THE ROOF SHALL BE FLASHED AND COUNTER-FLASHED AS 

REQUIRED.  ROOF WORK SHALL BE PERFORMED BY LANDLORDS ROOFING CONTRACTOR AT 

TENANT'S COST.

19. THE CONTRACTOR SHALL PROVIDE ALL MISCELLANEOUS BLOCKING AND BRACING AS REQUIRED. 

ALL WOOD BLOCKING/BRACING IN CONSTRUCTION TYPES I & II TO BE FIRE TREATED AS REQ'D BY 

CODE. WOOD BLOCKING/BRACING IN CONSTRUCTION TYPES III THRU V TO BE FIRE TREATED 

ONLY IF IN RATED ASSEMBLIES.

20. THE ARCHITECT ASSUMES NO RESPONSIBILITY FOR CONSTRUCTION MEANS, METHODS, 

MATERIALS, TECHNIQUES, PROCEDURES, SEQUENCES OR SCHEDULING IN CONNECTIONS WITH 

THE WORK.

21. IN THE EVENT OF NOTE DIRECTION OR MATERIAL SPECIFICATION CONFLICT IN THESE 

DOCUMENTS, CONTACT 

22. THE CONTRACTOR SHALL REMOVE ALL RUBBISH AND WASTE MATERIAL ON A DAILY BASIS AND 

KEEP THE JOB SITE AND ALL EGRESS EXIT PATHWAYS BROOM CLEAN AT ALL TIMES.  ALL WASTE 

MATERIAL SHALL BE DISPOSED OF PROPERLY. 

23. INFORMATION CONCERNING EXISTING BUILDING CONDITIONS WAS OBTAINED FROM VARIOUS 

CONSTRUCTION DOCUMENTS AND FROM FIELD OBSERVATIONS.  EVERY EFFORT HAS BEEN MADE 

TO ACCURATELY DEPICT EXISTING CONDITIONS. HOWEVER, ALL WORK MUST BE FIELD VERIFIED 

PRIOR TO CONSTRUCTION, AND ANY CONFLICT BETWEEN THESE DOCUMENTS AND ACTUAL 

FIELD CONDITIONS SHALL BE REPORTED IMMEDIATELY TO FOR 

VERIFICATION AND/OR CORRECTION.  THE ARCHITECT ASSUMES NO RESPONSIBILITY FOR ANY 

WORK WHICH DEVIATES FROM THE FINAL CONSTRUCTION DOCUMENTS, NO MATTER WHAT THE 

CAUSE, UNLESS A WRITTEN DIRECTIVE IS ISSUED BY THE ARCHITECT PRIOR TO CONSTRUCTION 

OR INSTALLATION OF THE WORK.

ASPEN DENTAL

ASPEN DENTAL

ASPEN DENTAL

MEP AND FIRE PROTECTION NOTES

• INFORMATION SHOWN ON THESE DRAWINGS FOR (PLUMBING, HVAC, 

ELECTRICAL AND FIRE PROTECTION) IS FOR GENERAL DESIGN INTENT/BIDDING  

& INSTALLATION PURPOSES ONLY.

• ALL CONTRACTORS TO COMPLY W/ ALL LOCAL/STATE CODES & ORDINANCES.

• ALL CONTRACTORS ARE RESPONSIBLE FOR ALL FEES/ PERMITS ASSOCIATED 

WITH THESE TRADES FOR COMPLETION OF WORK OUTLINED.

PROJECT FINAL PAYMENT

• FINAL PAYMENT PER TERMS OF THE CONTRACT BETWEEN GENERAL 

CONTRACTOR & ASPEN DENTAL

AS-BUILT DRAWINGS

• AS-BUILT DRAWINGS PER TERMS OF THE CONTRACT BETWEEN GENERAL 

CONTRACTOR & ASPEN DENTAL

CLOSE-OUT / O&M MANUALS

• CLOSE-OUT PER TERMS OF THE CONTRACT BETWEEN GENERAL 

CONTRACTOR & ASPEN DENTAL

SHOP DRAWINGS

SHOP DRAWINGS NEEDED FOR SPRINKLER & FIRE ALARM WORK 

ONLY. (WHERE APPLICABLE)

CONTRACTOR/ SUB-CONTRACTOR NOTE

• ALL TRADES SHALL CROSS REFERENCE ALL CONSTRUCTION 

DOCUMENTS FOR COORDINATION AND SCOPE OF WORK.

SUBMITTAL AND FEES

• SUBMITTALS ONLY NEEDED IF MATERIALS ARE DIFFERENT FROM WHAT 

IS SPECIFIED ON PLANS.

PROJECT NOTES

SCOPE OF WORK

1. ALL WORK SHALL BE DONE IN STRICT ACCORDANCE WITH ALL APPLICABLE LOCAL, 

STATE AND FEDERAL BUILDING CODES AND/OR REGULATIONS.

2. ALL WORK SHALL BE DONE IN A MANNER CONSISTENT WITH THE HIGHEST 

STANDARDS OF THE RESPECTIVE TRADES.

3. THE CONTRACTOR SHALL VISIT THE SITE AND FAMILIARIZE HIMSELF WITH THE 

EXISTING CONDITIONS BEFORE BIDDING, IF BUILDING IS BUILT.

4. THE CONTRACTOR SHALL VERIFY ALL FIELD DIMENSIONS BEFORE PROCEEDING WITH 

THE WORK.  IN THE EVENT OF A DISCREPANCY, THE CONTRACTOR SHALL NOTIFY 

IMMEDIATELY.

5. THE CONTRACTOR SHALL ABIDE BY ALL REQUIREMENTS OF THE OWNER WITH 

RESPECT TO CONSTRUCTION SCHEDULING, COORDINATION, TEMPORARY 

CONSTRUCTION UTILITIES, ETC.

6. ALL MATERIALS, PRODUCTS AND UNITS SHALL BE INSTALLED PER MANUFACTURERS 

RECOMMENDATIONS AND INSTRUCTIONS.  ADMI SHALL BE NOTIFIED IMMEDIATELY 

OF ANY DISCREPANCIES.

7. INSTALLATION OF ALL MATERIALS AND/OR UNITS TO BE SELECTED BY, SUPPLIED BY, 

AND/OR INSTALLED BY THE OWNER SHALL BE SCHEDULED AND COORDINATED BY 

THE CONTRACTOR TO MAINTAIN THE CONSTRUCTION SCHEDULE.  PRIOR TO THE 

COMMENCEMENT OF THE WORK, THE CONTRACTOR SHALL NOTIFY THE OWNER OF 

ALL QUANTITIES OF OWNER SUPPLIES MATERIALS AND/OR UNITS NOT SPECIFICALLY 

CALLED OUT IN THESE CONSTRUCTION DOCUMENTS.  THE CONTRACTOR SHALL 

NOTIFY THE OWNER OF REQUIRED DELIVERY DATES OF OWNER SUPPLIED MATERIALS 

AND UNITS.
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LANDLORD WORK LETTER

LANDLORD'S WORK:

Landlord’s Work shall include the following:

1. GENERAL SITE PREPARATION:

a. . Not applicable with new construction.

b. All ADA requirements and all other governing codes must be adhered to in all aspects of the site and

building development.

c. If new construction, Landlord to provide a copy of the Lease Outline Drawing in CAD format   of the 

Premises. .

2. SITEWORK:

Landlord shall install and provide:

a. Parking, Driveway and Delivery Areas:  Areas shall be hard-surfaced (10year life) with concrete and/or

asphalt designed and installed to handle usual and customary vehicular traffic per industry standards and

governmental requirements and shall be clearly and uniformly striped per industry standards and

governmental requirements. If parking lot is existing, Landlord shall repair and/or mill and resurface the

entire parking lot area.

b. Sidewalks and Pedestrian Ways: Walks shall be concrete or other hard-surfaced material designed and

installed per industry standards and governmental requirements.

c. Landscaping:    Landscaping shall be per master building permit

d. Demolition:   New Construction- not required

e. Utilities:   Landlord to provide electrical, gas, sanitary and water service to the Premises and pay all

connection and hookup/tapping/development fees associated. Utilities shall be in accordance with

Tenant’s plans and specifications and as follows:

i. Water Service:   Water service to be 1”- 1 ½” with a guaranteed consistent residual pressure of

60-75psi at a residual flow of 35 GPM downstream of any meter, sub-meter, RPZ or PRV. Water

line shall be stubbed into tenant’s mechanical room with a shut off valve installed for tenant to

distribute. If booster pump is required, the Landlord shall provide an adequately sized “Goulds -

Aquavar ABII variable speed constant pressure system” booster pump. Location of pressure

booster pump shall be in designated location in tenant’s mechanical room.

ii. Natural Gas Service:   Supply a gas line connection point at East exterior side of the building 

suitable to supply the required design loads of Tenant’s HVAC equipment and interior laboratory

No propane tanks will be permitted.

iii. Sewer Service:   4" minimum sewer line stubbed into the premises at an invert elevation no less

than -the required depth below finished floor to satisfactorily service th premises. 

iv. Telephone/High Speed Service:   Two inch (2") minimum conduit with pull string and other

hardware as required by the telephone company from the nearest telephone service facility. Two

inch (2”) minimum conduit with pull string and other hardware as required by the local

broadband company from the nearest point of service. Two inch (2”) minimum conduit with pull

string and other hardware as required by the local high speed/fiber company from the nearest 

point of service and terminating in the Tenants mechanical room. 

v. Electrical Service:  As per Section 7.

vi. A separate mail box installed by Landlord if required by United States Postal Service and per

United States Postal Service specifications. Mailbox must be lockable.

f. Exterior Lighting: Exterior lighting per Master Building Permit drawings. 

g. Trash Enclosure:   A concrete pad, concrete apron, enclosure and other components required by

applicable building codes, laws, rules, and regulations shall be installed. The final location of the

enclosure shall be approved by Tenant.   Enclosure shall be suitable for accommodating trash dumpsters

and recycling dumpsters as required by applicable building codes and ordinances.  The enclosure shall be

constructed of materials reasonably compatible with the exterior of the building. 

h. Storm Water/Site Drainage:  Site drainage/catch basins throughout parking and planted areas shall be

installed by Landlord per applicable building codes.   Such drainage/catch basins shall be designed and

installed to allow for free drainage and to eliminate standing water.

3. BUILDING SHELL:  Building Shell shall include, but not be limited to:

a. Structural components in accordance with the project approved plans for new construction. For clarity, 

the current structure is per the base building construction drawings.   Please use the link below to access

the latest drawings for River Landing — ASI008 is the latest full set, sets ASI009.1-012 contain updated

sheets following that. 

https://www.dropbox.com/sh/6qjsg4po748tqua/AAAbGvT8qCO349Y0WJeOBiw0a?dl=0

b. As part of the project, a complete roofing system, with a minimum ten (10) year transferable

manufacturer warranty.  Ventilation and insulation shall conform to applicable building codes.  Insulation

shall be installed on the exterior of the roof deckper approved pans and local codes.  

c. Exterior wall system shall include adequate backing for Tenant’s signs

d. Exterior surfaces and trade dress to be finished and painted if needed by Landlord Landlord shall provide

building address numbers in accordance with applicable building codes.

e. Perimeter walls shall be drywall ready or furred out with walls shall be insulated with an R value of R19 or

applicable to local building codes. Exterior walls shall have a functioning vapor barrier installed. (If

applicable to climate.) Tenant will install all drywall.

f. Tenant separation walls shall be constructed with six inch (6”) twenty gauge (20 ga) 3 5/8 metal studs

spaced @ 16” on center from floor to underside of roof deck. 6” insulation shall be installed for sound

attenuation. No drywall on Tenant’s side of wall shall be installed unless required by code for Landlord to

achieve building TCO.

g. All energy calculations, if required by governmental authorities, will be made in accordance with Tenant’s

plans and specifications.

4. FLOOR SLAB AND FINISH:  As is, which consists of a smooth and level concrete floor slab, free of leveling

products, with approximately one-eighth inch (1/8”) variation in ten feet (10’). Slab is already constructed per base

building.  Tenant shall cut out and or drill to lower level as required so Tenant can install their underground

plumbing and electrical. All floor coverings to be installed by Tenant.   If the slab is existing, an ardex (concrete

based) leveling product can be used to obtain the specification listed above.

5. STOREFRONT/DOORS/WINDOWS:

a. Storefront window frames:As is - Storefront to be provided by Landlord is installed per base building

drawings per the approved building standard.   The storefront shall include all storefront structural

components, with all columns and voids, completed and clad with storefront metal.  

b. Doors:   Doors shall be matching, per approved base building storefront and glazing system meeting all

egress codes and ADA requirements 

c. Glass:As is - Glass installed per base building is matching and approved base building glazing system’s R

Value, color and thickness.  

d. Secondary exit/service door: shall be minimum 3’-0” wide & open directly to the exterior or to a

handicap accessible exit corridor and/or sidewalkper local building codes and ordinances. Secondary

exit/service door shall have Hager 4500 series with 45NL ARC US26D. The rear service door shall have

exterior “keyed” access. The location of the Secondary exit/service door shall be per approved base

building.  Tenant may elect to relocate secondary means of egress subject  to Landlord Approval

6. PLUMBING:  Landlord shall provide plumbing as follows:

a. Exterior:  Intentionally omitted

b. Roof Drains:   Intentionally omitted

c. Fire Sprinkler System:Landlord shall provide, when required by code, a fire sprinkler system in a basic 10

x 10 grid pattern to cover the open space. Tenant to make all modifications to the system to conform to

Tenant’s layout.   If Tenant is required to use landlord’s Fire sprinkler sub-contractor, the bid must be

reasonable and within 5% of the lowest competitive bid for such work or Landlord shall increase the TIA

in the amount equal to the difference or allow Tenant to use another qualified sub-contractor for such

work.

7. ELECTRICAL:

a. A 200 Amp 277/480Vallowing tenant to step down to 400 Amp 120/208V3 phase service will be made

available by Landlord for Tenants use Landlord shall provide and install service to a meter box & fused

disconnect (including fuses) for the electrical service dedicated solely to Tenant in accordance with

metering requirements of the utility company.   Landlord shall install the meter box & fused disconnect

(including fuses) in a location acceptable to the local utility company.  Landlord shall be responsible for all

installation related service fees. Tenant will pull the service into the building through a properly sized

conduit installed by LL. The conduit will terminate within the Tenants mechanical room in the vicinity of

the electrical panels.

b. Landlord or utility company shall provide main switchgear, properly sized conduit, switchgear pad,

bollards, main electrical service cable, contactors, disconnects, and conduit sweeps.   Conduit and wire

sizes are per National Electrical Code.  All wire and bus shall be copper.  Final location must be per base

building approved pans.

c. Fire Alarm System:Landlord shall provide, when required by code, a fire alarm system which shall be

installed to the open floor plan. Tenant to make all modifications to the system to conform to Tenant’s

layout and tie back into the main building panel supplied by the Landlord. Tenant maybe required to use

landlord’s Fire alarm sub-contractor for devices and programing (Parts and smarts) only, the bid must be

reasonable for such work or Landlord shall increase the TIA in the amount equal to the difference or

allow Tenant to use another qualified sub-contractor for such work.

8. HVAC:

a. Landlord and Tenant to coordinate the installation of any new self-contained DX unit(s) .   The roof is new

and installation is completed.   Tenant to coordinate any new cuts, openings and reroofing as required for

Tenant’s design. Examples of self-contained HVAC system installed buy other tenants have been provided by

Landlord to Tenant. 

9. MISCELLANEOUS PROVISIONS APPLICABLE TO LANDLORD’S WORK:

a. Landlord to provide Tenant with a full set of construction documents for the work being performed or

has been performed as part of the base building construction. Drawings are to include, but not limited to

Architectural, Structural, Mechanical, and Electrical, Plumbing & civil drawings.   In the event Landlord’s

aforementioned, work is not completed as of the day of execution, landlord will prepare and provide

Tenant with drawing for all new work.

b. Landlord shall send weekly construction/ progress reports of any work underway.  Reports are to be sent 

once a week to the Tenant.  The reports are to including pictures along with the weekly tasks that were 

completed.

c. If required for new work not on base building drawings and already underway, Landlord shall provide

Tenant with a written construction schedule for any new Landlord’s Work at least thirty (30) days before

commencement of construction. 

d. All mechanical, electrical, plumbing and life safety systems shall be new and in good working order at the time

Landlord delivers possession of the Premises. 

e. Landlord warrants all improvements, including, but not limited to mechanical, electrical and plumbing

systems, for a period of at least one (1) year longer if required under the Lease, and assigns all assignable

warranties to Tenant.

f. All permits, including health, fees, licenses, architectural drawings, engineering, consulting services,

testing services, or for the development of the Premises and/or Shopping Center, including, but not

limited to, water connection or capacity fees, sewer connection or capacity fees, development/license

taxes, school related fees, or offsite development requirements and the like necessary for the foregoing

shall be provided by Landlord at its sole cost and expense.

g. Landlord shall, at its sole cost and expense, secure from city or local governing body a substantial completion

document or the local equivalent for Landlord's Work.   The substantial completion document shall be

provided to Tenant's on-site representative or as specified by Tenant under the Lease.

h. Landlord shall remove trash and unused construction materials upon completion of Landlord’s Work.

i. Upon completion of Landlord’s Work, Landlord will provide Tenant with the   names and addresses of the

general contractor and the other contractors, subcontractors, suppliers and vendors involved in

Landlord’s Work.

j. Landlord agrees to hang banners provided by Tenant at the commencement of construction.

k. The foregoing description of Landlord's Work does not supersede any local code requirements.   Landlord is

responsible for delivering a building that meets all local code requirements.

l. Landlord shall provide access to the sign facade from the interior of the Premises for Tenant’s sign

installation, including, but not limited to, access to accommodate attachment of the signs to the building and

electrical service.   Landlord will also provide the roof penetration to allow access for power to Tenant’s

signage if access is not available through the interior of the Premises.  

m. COMPLETION SCHEDULE: Landlord shall cause the construction of Landlord's Work to be undertaken

promptly and shall cause the construction of Landlord’s Work to be diligently and continuously performed in

a good and workmanlike manner.

n. COMPLIANCE:   Landlord shall construct Landlord's Work substantially in accordance with all applicable

ordinances and statutes and in accordance with the requirements of all regulating authorities and any rating

or inspection organization, bureau, association, or office having jurisdiction.

II. FORCE MAJEURE:

Landlord and Tenant shall be excused for the period of any delay in performing any obligations as set forth herein by

reason of the wrongful or negligent acts or omissions of the other party, their agents, employees, or contractors, or by reason of

labor disputes, civil disturbance, war, war_like operations, invasions, rebellion, hostilities, military or usurped power, sabotage, fires

or other casualty, or acts of God (referred to collectively herein as "Force Majeure").   Notwithstanding the foregoing: (a) Force

Majeure shall not excuse either party from paying in a timely fashion any payments due under the terms of the fully executedlease

between the parties; (b) with respect to Landlord's construction obligations, no delay in the performance of such obligations shall be

excused by reason of Force Majeure unless Landlord notifies Tenant of the delay within five (5) business days after Landlord knew

or should have known of the occurrence of the event giving rise to such delay; (c) no delay in the performance of any obligations

shall be excused if caused by Applicable Laws in effect on the date the lease between the parties is fully executed or the

implementation of same; and (d) Force Majeure shall not extend or delay the Outside Delivery Date as set forth in the fully executed

lease between the parties.

III. DISCOVERY OF HAZARDOUS SUBSTANCES DURING CONSTRUCTION:  Intentionally omitted for new Base building shell 

construction
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WHEELCHAIR CLEAR FLOOR
SPACE AS REQ'D FOR SIDE
ACCESS TO DENTAL CHAIR

DASHED LINE INDICATES
DENTAL CHAIR IN ITS FULLY
EXPANDED POSITION.

ALL DENTAL CHAIR ACCESSORY
ARMS CAN SWING/FOLD AWAY
AS REQ'D TO ALLOW CLEARANCE
FOR ACCESS TO CHAIR

SOLID LINE INDICATES CHAIR 
IN ITS FULL UP RIGHT POSITION.
CHAIR CAN BE ROTATED AND 
SWIVELED AS NECESSARY.

BOTH DOCTOR/ASSISTANTS
CHAIRS ARE ON ROLLERS AND
CAN BE MOVED AND LOCATED
TO ALLOW ACCESS TO CHAIR 

DENTAL CHAIR DIAGRAM

THRESHOLDS

        1.  FLOOR(S) OR LANDING(S) ARE NOT MORE THAN 1/2" LOWER THAN THE TOP OF THE
            THRESHOLD OF THE DOORWAY.

        2.  PER 303.3 CHANGE IN LEVEL BETWEEN 1/4" AND 1/2" IS BEVELED AT A GRADIENT NOT
            TO EXCEED  1:2

        3.  DOORMATS ARE SECURELY ATTACHED (ANCHORED OR RECESSED) AND HAVE A 
LEVEL LOOP, LEVEL CUT/UNCUT PILE WITH PILE NOT EXCEEDING 1/2" IN HEIGHT.

        4.    EXPOSED EDGES OF DOORMAT(S) ARE FASTENED TO FLOOR SURFACES AND HAVE   
   TRIM ALONG THE ENTIRE LENGTH OF THE EXPOSED EDGE.

DOORS
        1.  MINIMUM OF 3'-0" IN WIDTH, 6-8" IN HEIGHT.

        2.  OPENS A MINIMUM OF 90 DEGREES.

        3.  CLEAR WIDTH OF THE DOORWAY IS 32" MINIMUM.

        4.  DOUBLE DOORS / AUTOMATIC DOORS  AT LEAST ONE DOOR MUST COMPLY WITH 1, 2
            AND 3 ABOVE.

        5.  BOTTOM 10" OF DOOR HAS A SMOOTH, UNINTERRUPTED SURFACE THAT ALLOWS
            DOOR TO BE OPENED BY A WHEELCHAIR FOOTREST WITHOUT CREATING A TRAP OR
            HAZARDOUS CONDITION.

            NOTE:
            WHERE NARROW FRAME DOORS ARE USED A 10" HIGH SMOOTH PANEL MUST BE
            INSTALLED ON THE PUSH SIDE BOTTOM OF THE DOOR WHICH WILL ALLOW THE DOOR TO
            BE OPENED BY A WHEELCHAIR FOOTREST WITHOUT CREATING A TRAP OR HAZARDOUS
            CONDITION.

        6.  EFFORT TO OPERATE DOORS IS WITHIN PRESSURES ALLOWED.  INTERIOR DOORS  5
            POUNDS MAXIMUM PRESSURE TO OPERATE.  FIRE DOORS  SEE APPROPRIATE
            ADMINISTRATIVE AUTHORITY.

        7.  TWO DOORS IN A SERIES PROVIDE A MINIMUM OF 48" CLEAR SPACE FROM ANY DOOR,
            IN ANY POSITION.

DOOR HARDWARE

        1.  EXIT DOORS ARE OPERABLE FROM THE INSIDE WITHOUT THE USE OF A KEY OR ANY
            SPECIAL KNOWLEDGE OR EFFORT.

        2.  LATCHING AND LOCKING DOORS THAT ARE HAND OPERATED ARE OPERABLE WITH A
            SINGLE EFFORT (EX. LEVER TYPE, PANIC BARS OR PUSH-PULL TYPE).

        3.  OPENING HARDWARE IS NO HIGHER THAN 48 ABOVE FINISH FLOOR.

        4.  DOOR CLOSER SHALL BE ADJUSTED SO THAT FROM AN OPEN POSITION OF 90
            DEGREES, THE TIME REQUIRED TO MOVE THE DOOR TO AN OPEN POSITION OF 12
            DEGREES SHALL BE 5 SECONDS MINIMUM.

        5.  HANDLES, PULL, LATCHES, LOCKS AND OTHER OPERATING DEVICES ON ACCESSIBLE
            DOORS SHALL HAVE A SHAPE THAT IS EASY TO GRASP WITH ONE HAND AND DOES
            NOT REQUIRE TIGHT GRASPING, TIGHT PINCHING, OR TWISTING OF THE WRIST TO
            OPERATE.  LEVER OPERATED MECHANISMS, PUSH-TYPE MECHANISMS, AND U-
            SHAPED HANDLES ARE ACCEPTABLE DESIGNS.  WHEN SLIDING DOORS ARE FULLY
            OPEN, OPERATING HARDWARE SHALL BE EXPOSED AND USABLE FROM BOTH SIDES.
            HARDWARE REQUIRED FOR ACCESSIBLE DOOR PASSAGE SHALL BE MOUNTED NO
            HIGHER THAN 48 INCHES AFF

CLEAR SPACE AT DOORS
            GENERAL  REGARDLESS OF THE OCCUPANT LOAD, THERE SHALL BE A FLOOR OR
            LANDING ON EACH SIDE OF A DOOR.

        1.  FLOOR OR LANDING ON EACH SIDE OF THE DOOR IS LEVEL AND CLEAR.

        2.  LEVEL AREA IN THE DIRECTION OF THE DOOR SWING IS A MINIMUM OF 60" IN
            LENGTH.

        3.  LEVEL AREA OPPOSITE THE DIRECTION OF THE DOOR SWING IS A MINIMUM OF 42-48"
            IN LENGTH, DEPENDING UPON DIRECTION OF APPROACH AND EXISTENCE OF LATCH
            AND CLOSER.

        4.  SURFACE SLOPE OF THE LEVEL AREA DOES NOT EXCEED 1:50 GRADIENT (2%).

        5.  MINIMUM STRIKE SIDE CLEARANCE ON PULL SIDE OF DOOR IS PROVIDED AT
            LANDING (PER 404.2.3.1).

        6.  MINIMUM LATCH SIDE CLEARANCE ON PUSH SIDE OF DOOR IS PROVIDED AT
            LANDING (PER 404.2.3.1).

       IDENTIFICATION SYMBOLS (FOR SANITARY FACILITIES)

        1.  THE INTERNATIONAL SYMBOL OF ACCESSIBILITY IS INSTALLED ON THE WALL
            ADJACENT TO THE LATCH SIDE OF THE DOOR.  THE BORDER DIMENSIONS OF THIS
            PICTOGRAM SHALL BE A MINIMUM OF 6" IN HEIGHT.

            NOTE:  WHERE THERE IS NO WALL SPACE ON THE LATCH SIDE, INCLUDING AT DOUBLE
            LEAF DOORS, SIGNS SHALL BE PLACED ON THE NEAREST ADJACENT WALL, PREFERABLY

        2.  VERBAL DESCRIPTION AS TO RESTROOM USAGE (I.E. MENS RESTROOM, ETC.) IS
            PLACED DIRECTLY BELOW THE SYMBOL OF ACCESSIBILITY.

        3.  THE CHARACTERS AND BACKGROUND OF THE SIGN IS EGGSHELL, MATTE OR OTHER
            NON-GLARE FINISH AND THE COLOR AND CONTRAST OF THE SIGN DISTINCTIVELY
            CONTRASTS WITH THE COLOR AND CONTRAST OF THE WALL.

            NOTE:  THE REQUIRED COLOR OF THE SYMBOL OF ACCESSIBILITY CONSISTS OF A WHITE
            FIGURE ON A BLUE BACKGROUND.  HOWEVER, THE APPROPRIATE ENFORCEMENT
            AGENCY MAY APPROVE SPECIAL SIGNS TO COMPLIMENT DÉCOR WHEN SUCH SIGNS
            PROVIDE ADEQUATE DIRECTION TO INDIVIDUALS WITH DISABILITIES.

        4.  SIGNS ARE CENTERED ON THE WALL 60" AFF AND 8" FROM EDGE OF SIGN TO EDGE
            OF DOOR FRAME.

        5.  LETTERS AND NUMERALS ARE RAISED 1/32" ARE SANSSERIF UPPERCASE
            CHARACTERS AND ARE ACCOMPANIED BY GRADE 2 BRAILLE.  CHARACTERS ARE A
            MINIMUM 5/8" HIGH AND A MAXIMUM OF 2" HIGH.

        6.  MOUNTING LOCATION ALLOWS A PERSON TO APPROACH WITHIN 3" OF THE SIGNAGE
            WITHOUT ENCOUNTERING PROTRUDING OBJECTS OR STANDING WITHIN THE SWING
            OF A DOOR.

        7.  SIGNS CONTAINING TACTILE CHARACTERS SHALL BE LOCATED SO THAT A CLEAR
            FLOOR AREA 18" X 18" MINIMUM, CENTERED ON THE TACTILE CHARACTERS, IS
            PROVIDED BEYOND THE ARC OF ANY DOOR SWING THE CLOSED POSITION AND 45
            DEGREE OPEN POSITION.

SANITATION FACILITIES
        1.  ACCESSIBLE UNITS SHALL BE IDENTIFIED BY THE INTERNATIONAL SYMBOL OF
            ACCESSIBILITY.

        2.  EXCEPT AT DOORS, THE MINIMUM CLEAR WIDTH OF AN ACCESSIBLE ROUTE IN
            FACILITY IS 36".

        3.  ENTRY DOOR HAS PUSH AND PULL FUNCTION (NO LATCHING DEVICE) WITH CLOSER.

        4.  SUFFICIENT SPACE FOR WHEELCHAIR MEASURING 30" X 48" TO ENTER ROOM AND
            PERMIT THE DOOR TO CLOSE IS PROVIDED.

        5.  A CLEAR SPACE OF SUFFICIENT SIZE TO INSCRIBE A 60" DIAMETER CIRCLE IS
            PROVIDED WITHIN THE SANITARY FACILITY ROOM.

        6.  60" SPACE IS CLEAR OF OBJECTS FROM THE FLOOR TO A HEIGHT OF 27".

        7.  CLEAR FLOOR SPACE FOR WATER CLOSETS IN STALLS SHALL COMPLY WITH
            DIAGRAMS ON THIS SHEET.  CLEAR FLOOR SPACE MAY BE ARRANGED TO ALLOW
            EITHER A RIGHT HANDED OR A LEFT HANDED APPROACH.

        8.  18" BETWEEN CENTER OF WATER CLOSET AND SIDE-WALL CORNER.

        9.  TOILET SEATS SHALL NOT BE SPRUNG TO RETURN TO A LIFTED POSITION.

        10.  TOP OF TOILET SEAT IS 17"-19" FROM FLOOR SURFACE.

        11.  FLUSH VALVE IS ON WIDE SIDE OF TOILET AREA.

        12.  44" MAXIMUM FROM FLOOR TO FLUSH VALVE.

        13.  5 LB. MAXIMUM FORCE TO OPERATE FLUSH VALVE.

        14.  WALLS WITHIN COMPARTMENT ARE SMOOTH, HARD AND NONABSORBENT TO 48 IN
            HEIGHT AND ARE NOT ADVERSELY AFFECTED BY MOISTURE.

        15.  FLOOR SURFACES OF TOILET ROOM ARE SMOOTH, HARD AND NON-ABSORBENT.
            BASE SHALL EXTEND UPWARD A MINIMUM OF 6" ONTO WALLS.

        16.  SIDE GRAB BAR IS A MINIMUM OF 42" LONG.

        17.  THE FORWARD END OF THE GRAB BAR IS LOCATED A MINIMUM OF 54" FROM THE
            BACK WALL.

        18.  SIDE GRAB BAR BEGINS A MAXIMUM OF 12" FROM THE REAR WALL.

        19.  REAR GRAB BAR IS A MINIMUM 36" LONG WITH THE ADDITIONAL LENGTH PROVIDED

            ON THE TRANSFER SIDE OF THE WATER CLOSET.

        20.  REAR GRAB BAR BEGINS A MAXIMUM OF 6" FROM THE CORNER OF THE WALL ON THE
            TOILET SIDE.

        21.  DIAMETER OF THE GRAB BAR(S) IS 1 1/4" - 1 1/2" OR SHAPE PROVIDES EQUIVALENT
            GRIPPING SURFACE.

        22.  CLEARANCE BETWEEN THE GRAB BAR(S) AND WALL IS 1 1/2" AND PARALLEL TO
            FLOOR (FOR TANK TYPE TOILETS, 36" MAY BE ALLOWED IF TANK OBSTRUCTS
            PLACEMENT OF BAR).

        23.  GRAB BARS ARE MOUNTED AT 33" MIN. - 36" MAX. TO TOP OF BAR.

        24.  BARS ARE SMOOTH WITH A MINIMUM RADIUS OF 1/8".

        25.  MINIMUM STRUCTURAL STRENGTH OF GRAB BAR(S) WILL SUPPORT A 250 LB. POINT
            LOAD.

        26.  GRAB BARS DO NOT ROTATE WITHIN THEIR FITTINGS.

        27.  SURFACE OF WALL ADJACENT TO GRAB BAR(S) IS FREE OF SHARP OR ABRASIVE
            ELEMENTS.

        28.  TOILET PAPER DISPENSERS SHALL COMPLY WITH SECTION 604.7 AND SHALL BE 7"
            MINIMUM AND 9" MAXIMUM IN FRONT OF THE WATER CLOSET MEASURED TO THE
            CENTER LINE OF THE DISPENSER.

        29.  THE OUTLET OF THE DISPENSER SHALL BE 14" MINIMUM AND 19" MAXIMUM ABOVE
            THE FLOOR.  THERE SHALL BE A CLEARANCE OF 1 1/2" MINIMUM BELOW THE GRAB
            BAY.

        30.  DISPENSERS SHALL NOT BE A TYPE THAT CONTROL DELIVERY OR DO NOT ALLOW
            CONTINUOUS PAPER FLOW.

        1.  MINIMUM 30" X 48" CLEAR SPACE IS PROVIDED IN FRONT OF LAVATORY THAT
            ALLOWS FORWARD APPROACH.

        2.  REQUIRED CLEAR SPACE ADJOINS OR OVERLAPS AN ACCESSIBLE ROUTE AND
            EXTENDS A MAXIMUM OF 19" UNDERNEATH THE LAVATORY.

        3.  34" MAXIMUM HEIGHT OF RIM OR COUNTER ABOVE FLOOR SURFACE.

        4.  29" MINIMUM CLEARANCE FROM BOTTOM OF APRON TO THE FLOOR.

        5.  KNEE CLEARANCE UNDER FRONT LIP IS A MINIMUM OF 27" HIGH, 30" WIDE, AND
            EXTENDS A MINIMUM OF 8" IN DEPTH FROM THE FRONT OF THE LAVATORY.

        6.  TOE CLEARANCE UNDER LAVATORY IS A MINIMUM OF 9" HIGH, 30" WIDE, AND
            EXTENDS A MINIMUM OF 17" IN DEPTH FROM THE FRONT OF THE LAVATORY.

        7.  DRAIN AND HOT WATER PIPING IS INSULATED OR CONFIGURED TO PREVENT
            CONTACT.

        8.  THERE ARE NO SHARP OR ABRASIVE ELEMENTS UNDER LAVATORY.

        9.  FAUCETS ARE LEVER TYPE, ELECTRONICALLY ACTIVATED OR APPROVED SELF
            CLOSING VALVES (MIN. 10 SECONDS OPEN FLOW).

        10.  FAUCETS ARE OPERABLE WITH ONE HAND AND DO NOT REQUIRE TIGHT GRASPING,
            PINCHING OR TWISTING OF THE WRIST.

        11.  5 LB. MAXIMUM FORCE REQUIRED TO ACTIVATE CONTROLS.

WATER CLOSETS

        1.  30" WIDE X 48" DEEP MINIMUM CLEAR ACCESS IN FRONT OF FIXTURE (ONE FIXTURE
            ONLY REQUIRED).

        2.  ONE FULL UNOBSTRUCTED SIDE OF THE CLEAR FLOOR OR GROUND SPACE ADJOINS
            OR OVERLAPS AN ACCESSIBLE ROUTE OR ADJOINS ANOTHER WHEELCHAIR CLEAR
            FLOOR SPACE.

        3.  44" MAXIMUM HEIGHT OF FLUSH VALVE ABOVE FLOOR.

        4.  5 LB. MAXIMUM PRESSURE TO OPERATE FLUSH VALVE.

        5.  FLOOR SURFACES ARE SMOOTH, HARD AND NON-ABSORBENT EXTENDING UPWARD
            A MINIMUM OF 6" ONTO THE WALLS.

        6.  WALLS WITHIN 24" OF FRONT AND SIDES OF URINAL ARE SMOOTH, HARD AND 
            NON-ABSORBENT TO 48" IN HEIGHT AND ARE NOT ADVERSELY AFFECTED BY 

ACCESSORIES IN SANITARY FACILITIES

        1.  MINIMUM 30 X 48 CLEAR FLOOR OR GROUND SPACE IS PROVIDED TO ALLOW
            FORWARD OR PARALLEL APPROACH TO ACCESSORIES.

        2.  ONE FULL UNOBSTRUCTED SIDE OF THE CLEAR FLOOR OR GROUND SPACE ADJOINS
            OR OVERLAPS AN ACCESSIBLE ROUTE OR ADJOINS ANOTHER WHEELCHAIR CLEAR
            FLOOR SPACE.

        3.  MIRROR(S) IS MOUNTED WITH THE BOTTOM OF THE REFLECTIVE SURFACE EDGE NO
            HIGHER THAN 40" AFF AND WITH THE TOP OF THE REFLECTIVE  SURFACE EDGE NO
            LOWER THAN 74" AFF

        4.  OPERABLE PARTS (INCLUDING COIN SLOTS) OF ALL FIXTURES OR ACCESSORIES ARE
            LOCATED A MAXIMUM OF 40" ABOVE FLOOR (I.E. SOAP DISPENSERS, TOWELS, TOILET
            SEAT COVERS, AUTO-DRYERS, SANITARY NAPKIN DISPENSERS, WASTE RECEPTACLES,
            ETC.).

        5.  CONTROLS AND OPERATING MECHANISMS ARE OPERABLE WITH ONE HAND 
AND DO NOT REQUIRE TIGHT GRASPING, PINCHING OR TWISTING OF THE WRIST.

        6.  THE FORCE TO ACTIVATE CONTROLS IS 5 LB. MAXIMUM.

LAVATORIES

COAT HOOKS AND SHELVES
        1. ACCESSIBLE COAT HOOKS PROVIDED WITHIN THE ROOM SHALL ACCOMMODATE A 
            FORWARD REACH OR SIDE REACH COMPLYING w/ ANSI A117.1 SEC 308.

        2. WHERE SHELVES ARE PROVIDED, A PORTION OF SHELVING SHALL BE MOUNTED 
             AT 40" MIN. AND 48" MAX. AFF

GENERAL ACCESSIBILITY NOTES

MOISTURE.

5'ø TURNING CIRCLE

REQUIRED MANEUVERING 
CLEARANCE AT PULL SIDE 
OF DOOR

REQUIRED MANEUVERING 
CLEARANCE AT PUSH SIDE 
OF DOOR

INDICATES PATH AND 
DIRECTION OF EGRESS

REQUIRED MANEUVERING 
CLEARANCE AT FRAMED 
OPENINGS

30"x48" WHEELCHAIR 
SPACE

INDICATES PATH OF 
COMMON TRAVEL

EGRESS / ACCESSIBILITY SYMBOLS LEGEND

CHAIR SHALL BE RELOCATED AS NECESSARY 
TO ALLOW ACCESS FOR WHEELCHAIR SPACE

1 E CONTRACTOR TO COORDINATE 
EXIT LIGHT LOCATIONS WITH 
LOCAL INSPECTION AND FIRE 
MARSHAL PRIOR TO INSTALL

EGRESS / ACCESSIBILITY KEYNOTES

STAFF WILL BE AVAILABLE TO ASSIST ANY PERSON(S) WITH DISABILITY TO MANEUVER 
AROUND THE FACILITY AS REQ'D PER THAT PATRON'S REQUEST

EGRESS / ACCESSIBILITY NOTES
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